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Cergen GmbH is a worldwide leading supplier of nanocrystalline soft magnetic cores
and component solutions. The core technical support crew of Cergen Technology are
from Germany‘s leading nanocrystalline product manufacturers, which master the key
technology across the board. We provide a wide range of products and services such 
as nanocrystalline core design and production, component design and production, 
EMC assessment of products, etc., offer customers with products of the highest quality
and optimal cost-effectiveness. 

The headquarter of Cergen
locates Frankfurt am Main, 
Germany with the production 
facility in Suzhou, China. The 
European market is supplied from 
German stock and the rest of the 
world from China. 

The skilled engineer from Cergen
EMC Laboratory provide the
customers with various testing
options. 

The Cergen filter, emerging the unique
nanocrystalline, creates a perfect
combination from raw material to
assembling and is highly customizes. 
The outcome is very competitive
against the rivals on the market.

Cergen Germany

Cergen China
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Railway Electric Cars Industrial Automation

Household Appliances Frequency Power Precision instrument

Air-conditioning system PV inverter Wind turbine inverters

Cergen is committed to renewable energy vehicles, medical equipments, automation 
control, wind and PV inverters, railway, robots and power quality management of
electronic equipment in many industries. We provide customers with a full range of
services such as development consulting, EMC testing, application support and device
production. The fseries products of filter provided by Cergen ensure the reliable
operation of customers' electronic systems and keep them with the quality and
performance
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Part number code system

For example： CW 7 N - 20A - S ( G3 2 )
①②③ ④ ⑤ ⑥⑦

Area ① ② ③ ④ ⑤ ⑥ ⑦

Code CW 7 N 20A S G3 2

① CW – CERGEN Filters

②
Series code, different number and alphabet represents 
different product series

③ Phase 

N – Three phase + three line

M – Three phase + four line

④ Rated current 1A-1000A

⑤ Input and Output  connections

T – Copper

S – Screw
L – Line

R – Through panel terminal blocks
N – No terminals ( split filer, bus lines provided by 
customers)

⑥ Case classification

⑦ Classification of circuit diagrams
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CW1D-XA-T(G2) CW1D-XA-T(G3)

Technical specifications Typical electrical schematic

Rated voltage 250 VAC
Rated currents 1-10 A
Operating frequency 50/60 Hz

High potential test 
voltage

P-N   1450VDC(2S)

P-E    2250VDC(2S)
Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

Fig1

Fig2

Pic1 Pic2
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Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW1D-1A-T(G2*) 1 T Pic1 Fig1、Fig2
CW1D-2A-T(G2*) 2 T Pic1 Fig1、Fig2
CW1D-3A-T(G2*) 3 T Pic1 Fig1、Fig2
CW1D-6A-T(G2*) 6 T Pic1 Fig1、Fig2
CW1D-10A-T(G2*) 10 T Pic1 Fig1、Fig2
CW1D-1A-T(G3*) 1 T Pic2 Fig1、Fig2
CW1D-2A-T(G3*) 2 T Pic2 Fig1、Fig2
CW1D-3A-T(G3*) 3 T Pic2 Fig1、Fig2
CW1D-6A-T(G3*) 6 T Pic2 Fig1、Fig2
CW1D-10A-T(G3*) 10 T Pic2 Fig1、Fig2

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

1-3A                                                                      6-10A

* Number could be 1 or 2, which represents Fig.1, Fig.2.

Filter selection table
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CW2B-XA-T(G1)
Pic1

CW2B-XA-T(G2)
Pic2

Technical specifications Typical electrical schematic

Rated voltage 250  VAC
Rated currents 1-10  A

Operating frequency 50/60  Hz

High potential test 
voltage

P-N   1450VDC(2S)
P-E    2250VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

Fig1 Fig2

Fig3 Fig4
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Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW2B-1A-T(G1*) 1 T Pic1 Fig1、Fig2
CW2B-2A-T(G1*) 2 T Pic1 Fig1、Fig2
CW2B-3A-T(G1*) 3 T Pic1 Fig1、Fig2
CW2B-6A-T(G1*) 6 T Pic1 Fig1、Fig2
CW2B-10A-T(G1*) 10 T Pic1 Fig1、Fig2
CW2B-1A-T(G2*) 1 T Pic2 Fig3、Fig4
CW2B-2A-T(G2*) 2 T Pic2 Fig3、Fig4
CW2B-3A-T(G2*) 3 T Pic2 Fig3、Fig4
CW2B-6A-T(G2*) 6 T Pic2 Fig3、Fig4
CW2B-10A-T(G2*) 10 T Pic2 Fig3、Fig4

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

1-3A                                                                   6-10A

* Number could be 1,2,3,4, which represents Fig.1, Fig, 2 Fig.3. Fig.4.

Filter selection table
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Technical specifications Typical electrical schematic

Rated voltage 250  VAC

Rated currents 1-10  A

Operating frequency 50/60  Hz

High potential test 
voltage

P-N   1450VDC(2S)
P-E    2250VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

Fig1

Fig3

Fig2

Fig4

CW2B-XA-T(G3)
Pic1

CW2B-XA-T(G4)
Pic2



Cergen (Suzhou) Co., Ltd.
Xinkang Road 83,
Wujiang District, Suzhou, China 
Email: sales@cergen.de

Cergen GmbH
Olof-Palme-Str.13, 
60439 Frankfurt, Germany 
Email: sales@cergen.de

10

CW2B-XA-T(G5)
Pic3

CW2B-XA-T(G6)
Pic3

Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW2B-1A-T(G3*) 1 T Pic1 Fig1、Fig2
CW2B-2A-T(G3*) 2 T Pic1 Fig1、Fig2
CW2B-3A-T(G3*) 3 T Pic1 Fig1、Fig2
CW2B-6A-T(G3*) 6 T Pic1 Fig1、Fig2
CW2B-10A-T(G3*) 10 T Pic1 Fig1、Fig2
CW2B-1A-T(G4*) 1 T Pic2 Fig1、Fig2
CW2B-2A-T(G4*) 2 T Pic2 Fig1、Fig2
CW2B-3A-T(G4*) 3 T Pic2 Fig1、Fig2
CW2B-6A-T(G4*) 6 T Pic2 Fig1、Fig2
CW2B-10A-T(G4*) 10 T Pic2 Fig1、Fig2

Filter selection table
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Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW2B-1A-T(G5*) 1 T Pic3 Fig3、Fig4
CW2B-2A-T(G5*) 2 T Pic3 Fig3、Fig4
CW2B-3A-T(G5*) 3 T Pic3 Fig3、Fig4
CW2B-6A-T(G5*) 6 T Pic3 Fig3、Fig4
CW2B-10A-T(G5*) 10 T Pic3 Fig3、Fig4
CW2B-1A-T(G6*) 1 T Pic4 Fig1、Fig2
CW2B-2A-T(G6*) 2 T Pic4 Fig1、Fig2
CW2B-3A-T(G6*) 3 T Pic4 Fig1、Fig2
CW2B-6A-T(G6*) 6 T Pic4 Fig1、Fig2
CW2B-10A-T(G6*) 10 T Pic4 Fig1、Fig2

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

1A                                           2-6A                                        10A

* Number could be 1,2,3,4, which represents Fig.1, Fig, 2 Fig.3. Fig.4.

Filter selection table
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Technical specifications Typical electrical schematic

Rated voltage 250 VAC

Rated currents 1-15 A

Operating frequency 50/60  Hz

High potential test 
voltage

P-N  1450VDC(2S)
P-E   2250VDC(2S)

Temperature range -25~85℃
Flammability 
corresponding to UL94V-2 or better

Protection category IP20

Fig1 Fig2

Fig3 Fig4

CW1B-XA-T(G1)
Pic1

CW1B-XA-T(G4)
Pic2



Cergen (Suzhou) Co., Ltd.
Xinkang Road 83,
Wujiang District, Suzhou, China 
Email: sales@cergen.de

Cergen GmbH
Olof-Palme-Str.13, 
60439 Frankfurt, Germany 
Email: sales@cergen.de

13

CW1B-XA-T(G5)
Pic3

Model Rated 
current Connections Mechanica

l data
Typical electrical 

schematic
CW1B-3A-T/S/L(G1*) 3 T/S/L Pic1 Fig1、Fig2、Fig4
CW1B-6A-T/S/L (G1*) 6 T/S/L Pic1 Fig1、Fig2、Fig3
CW1B-10A-T/S/L (G1*) 10 T/S/L Pic1 Fig1、Fig2、Fig3
CW1B-3A-T/S/L (G4*) 3 T/S/L Pic2 Fig1、Fig2、Fig3、Fig4
CW1B-6A-T/S/L (G4*) 6 T/S/L Pic2 Fig1、Fig2、Fig3
CW1B-10A-T/S/L (G4*) 10 T/S/L Pic2 Fig1、Fig2、Fig3
CW1B-3A-T/S/L (G5*) 3 T/S/L Pic3 Fig1、Fig2、Fig3、Fig4
CW1B-6A-T/S/L (G5*) 6 T/S/L Pic3 Fig1、Fig2、Fig3
CW1B-10A-T/S/L (G5*) 10 T/S/L Pic3 Fig1、Fig2、Fig3

Typical filter attenuation
Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

1-3A                                                                     6-10A

Filter selection table

* Number could be 1,2,3,4, which represents Fig.1, Fig, 2 Fig.3. Fig.4.
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Technical specifications Typical electrical schematic

Rated voltage 250 VAC
Rated currents 1-30 A

Operating frequency 50/60 Hz

High potential test 
voltage

P-N   1450VDC(2S)

P-E    2250VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

CW4-XA-T(G1)
Pic1

Fig1

Fig2

CW4-XA-T(G2)
Pic2
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CW4-XA-S(G3)
Pic3

Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW4-6A-T/S/L/R (G1*) 6 T/S/L/R Pic1 Fig1、Fig2
CW4-10A-T/S/L/R (G1*) 10 T/S/L/R Pic1 Fig1、Fig2
CW4-15A-T/S/L/R (G1*) 15 T/S/L/R Pic1 Fig1
CW4-6A-T/S/L/R (G2*) 6 T/S/L/R Pic2 Fig1、Fig2
CW4-10A-T/S/L/R (G2*) 10 T/S/L/R Pic2 Fig1、Fig2
CW4-15A-T/S/L/R (G2*) 15 T/S/L/R Pic2 Fig1、Fig2
CW4-20A-S/L /R(G2*) 20 S/L/R Pic2 Fig1
CW4-6A-T/S/L/R (G3*) 6 T/S/L/R Pic3 Fig1、Fig2
CW4-10A-T/S/L/R (G3*) 10 T/S/L/R Pic3 Fig1、Fig2
CW4-15A-T/S/L/R (G3*) 15 T/S/L/R Pic3 Fig1、Fig2
CW4-20A-S/L /R(G3*) 20 S/L/R Pic3 Fig1
CW4-20A-S/L /R(G3*) 30 S/L/R Pic3 Fig1

CW4-10A-T/S/L/R (G4*) 10 T/S/L/R Pic4 Fig1、Fig2
CW4-15A-T/S/L/R (G4*) 15 T/S/L/R Pic4 Fig1、Fig2
CW4-20A-S/L /R(G4*) 20 S/L/R Pic4 Fig1、Fig2
CW4-20A-S/L /R(G4*) 30 S/L/R Pic4 Fig1

CW4-XA-S(G4)
Pic4

CW4-XA-S(G5)
Pic5

Filter selection table



Cergen (Suzhou) Co., Ltd.
Xinkang Road 83,
Wujiang District, Suzhou, China 
Email: sales@cergen.de

Cergen GmbH
Olof-Palme-Str.13, 
60439 Frankfurt, Germany 
Email: sales@cergen.de

16

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

6-10A                                      15-20A                                    30A

Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW4-10A-T/S/L/R (G5*) 10 T/S/L/R Pic5 Fig1、Fig2
CW4-15A-T/S/L/R (G5*) 15 T/S/L/R Pic5 Fig1、Fig2
CW4-20A-S/L /R(G5*) 20 S/L/R Pic5 Fig1、Fig2
CW4-20A-S/L /R(G5*) 30 S/L/R Pic5 Fig1、Fig2

Filter selection table

* Number could be 1 or 2, which represents Fig.1, Fig.2. 
** R refers to through panel terminal blocks
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Technical specifications Typical electrical schematic

Rated voltage 250 VAC

Rated currents 1-50 A

Operating frequency 50/60 Hz

High potential test 
voltage

P-N   1450VDC(2S)
P-E    2250VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

CW4L2-XA-S(G1)
Pic1

Fig2

CW4L3-XA-S(G2)
Pic2

Fig1
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Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW4L2-10A-S/R(G1*) 10 S/R Pic1 Fig1、Fig2
CW4L2-15A-S/R(G1*) 15 S/R Pic1 Fig1、Fig2
CW4L2-20A-S/R(G1*) 20 S/R Pic1 Fig1、Fig2
CW4L2-30A-S/R(G1*) 30 S/R Pic1 Fig1
CW4L2-50A-S/R(G1*) 50 S/R Pic1 Fig1
CW4L3-10A-S/R(G2*) 10 S/R Pic2 Fig1、Fig2
CW4L3-15A-S/R(G2*) 15 S/R Pic2 Fig1、Fig2
CW4L3-20A-S/R(G2*) 20 S/R Pic2 Fig1、Fig2
CW4L3-30A-S/R(G2*) 30 S/R Pic2 Fig1、Fig2
CW4L3-50A-S/R(G2*) 50 S/R Pic2 Fig1

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

10A                                       15-20A                                  30-50A

* Number could be 1 or 2, which represents Fig.1, Fig.2. 
** R refers to through panel terminal blocks

Filter selection table
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Technical specifications Typical electrical schematic

Rated voltage 250 VAC

Rated currents 60-150 A

Operating frequency 50/60 Hz

High potential test 
voltage

P-N    1450VDC(2S)

P-E     2250VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

CW7-XA-S(G1)
Pic1

Fig2

CW8-XA-S(G2)
Pic2

Fig1
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Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW7-75A-S/R(G1*) 75 S/R Pic1 Fig1、Fig2
CW7-100A-S/R(G1*) 100 S/R Pic1 Fig1
CW8-75A-S/R(G2*) 75 S/R Pic2 Fig1、Fig2
CW8-100A-S/R(G2*) 100 S/R Pic2 Fig1、Fig2
CW8-150A-S/R(G2*) 150 S/R Pic2 Fig1

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

75-100A                                                              150A 

* Number could be 1 or 2, which represents Fig.1, Fig.2. 
** R refers to through panel terminal blocks

Filter selection table
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Technical specifications Typical electrical schematic

Rated voltage Max.1200 VDC

Rated currents 50-2000 A

Operating frequency DC

High potential test 
voltage

P-N    3000VDC(2S)
P-E     3600VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

CW8L-XA-R(G2)
Pic1

Fig1

Fig2

CW8L-XA-T(G3)
Pic2
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Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW8L-75A-S/R(G2*) 75 S/R Pic2 Fig1、Fig2
CW8L-100A-S/R(G2*) 100 S/R Pic2 Fig1、Fig2
CW8L-150A-S/R(G2*) 150 S/R Pic2 Fig1

CW8L-200A-T(G3*) 200 T Pic3 Fig1、Fig2
CW8L-250A-T(G3*) 250 T Pic3 Fig1、Fig2
CW8L-300A-T(G3*) 300 T Pic3 Fig1、Fig2
CW8L-400A-T(G3*) 400 T Pic3 Fig1、Fig2
CW8L-600A-T(G3*) 600 T Pic3 Fig1、Fig2
CW8L-1000A-T(G3*) 1000 T Pic3 Fig1、Fig2
CW8L-1200A-T(G3*) 1200 T Pic3 Fig1、Fig2
CW8L-1600A-T(G3*) 1600 T Pic3 Fig1、Fig2
CW8L-2000A-T(G3*) 2000 T Pic3 Fig1、Fig2

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

75-150A                                  200-400A                              600-2000A                     

Filter selection table

* Number could be 1 or 2, which represents Fig.1, Fig.2. 
** R refers to through panel terminal blocks
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Technical specifications Typical electrical schematic

Rated voltage 3X520/300 VAC

Rated currents 6-30 A

Operating frequency 50/60 Hz

High potential test 
voltage

P-N    2250VDC(2S)
P-E     2750VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

CW12B-XA-S(G1)
Pic1

Fig1

Fig2

CW12B-XA-S(G2)
Pic2
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Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW12B-6A-S/R(G1*) 6 S/R Pic1 Fig1、Fig2
CW12B-10A-S/R(G1*) 10 S/R Pic1 Fig1、Fig2
CW12B-15A-S/R(G1*) 15 S/R Pic1 Fig1、Fig2
CW12B-20A-S/R(G1*) 20 S/R Pic1 Fig1、Fig2
CW12B-30A-S/R(G1*) 30 S/R Pic1 Fig1
CW12B-6A-S/R(G2*) 6 S/R Pic2 Fig1、Fig2
CW12B-10A-S/R(G2*) 10 S/R Pic2 Fig1、Fig2
CW12B-15A-S/R(G2*) 15 S/R Pic2 Fig1、Fig2
CW12B-20A-S/R(G2*) 20 S/R Pic2 Fig1、Fig2
CW12B-30A-S/R(G2*) 30 S/R Pic2 Fig1

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

6-15A                                                             20-30A                     

Filter selection table

* Number could be 1 or 2, which represents Fig.1, Fig.2. 
** R refers to through panel terminal blocks
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Technical specifications Typical electrical schematic

Rated voltage 3X520/300 VAC

Rated currents 30-120 A

Operating frequency 50/60 Hz

High potential test 
voltage

P-N    2250VDC(2S)
P-E     2750VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

CW7N-XA-S(G1)
Pic1

Fig1

Fig2

CW8N-XA-S(G1)
Pic2
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Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW7N-40A-S/R(G1*) 40 S/R Pic1 Fig1、Fig2
CW7N-60A-S/R(G1*) 60 S/R Pic1 Fig1、Fig2
CW7N-80A-S/R(G1*) 80 S/R Pic1 Fig1
CW7N-100A-S/R(G1*) 100 S/R Pic1 Fig1
CW7N-120A-S/R(G1*) 120 S/R Pic1 Fig1
CW8N-40A-S/R(G1*) 40 S/R Pic2 Fig1、Fig2
CW8N-60A-S/R(G1*) 60 S/R Pic2 Fig1、Fig2
CW8N-80A-S/R(G1*) 80 S/R Pic2 Fig1、Fig2
CW8N-100A-S/R(G1*) 100 S/R Pic2 Fig1
CW8N-120A-S/R(G1*) 120 S/R Pic2 Fig1

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

40A                                        60-80A                                   100-120A                     

Filter selection table

* Number could be 1 or 2, which represents Fig.1, Fig.2. 
** R refers to through panel terminal blocks
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Technical specifications

Typical electrical schematic

Rated voltage 3X520/300 VAC

Rated currents 150-1600 A

Operating frequency 50/60 Hz

High potential test 
voltage

P-N    2250VDC(2S)
P-E     2750VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

CW12N-XA-T(G5)
Pic1

Fig1

CW12N-XA-T(G6)
Pic2

Fig2

Fig3
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Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW12N-150A-T(G5*) 150 T Pic1 Fig1、Fig2、Fig3
CW12N-200A-T(G5*) 200 T Pic1 Fig1、Fig2、Fig3
CW12N-300A-T(G5*) 300 T Pic1 Fig1、Fig2、Fig3
CW12N-600A-T(G5*) 600 T Pic1 Fig1、Fig2、Fig3
CW12N-1000A-T(G5*) 1000 T Pic1 Fig1、Fig2、Fig3
CW12N-1200A-T(G5*) 1200 T Pic1 Fig1、Fig2、Fig3
CW12N-1600A-T(G5*) 1600 T Pic1 Fig1、Fig2
CW12N-150A-T(G6*) 150 T Pic2 Fig1、Fig2、Fig3
CW12N-200A-T(G6*) 200 T Pic2 Fig1、Fig2、Fig3
CW12N-300A-T(G6*) 300 T Pic2 Fig1、Fig2、Fig3
CW12N-600A-T(G6*) 600 T Pic2 Fig1、Fig2、Fig3
CW12N-1000A-T(G6*) 1000 T Pic2 Fig1、Fig2、Fig3
CW12N-1200A-T(G6*) 1200 T Pic2 Fig1、Fig2、Fig3
CW12N-1600A-T(G6*) 1600 T Pic2 Fig1、Fig2、Fig3

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

150-200A                                250-600A                               1000-1600A                     

* Number could be 1,2 or 3, which represents Fig.1, Fig.2,Fig.3. 

Filter selection table
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Technical specifications Typical electrical schematic

Rated voltage 3X520/300 VAC

Rated currents 5-100 A

Operating frequency 50/60 Hz

High potential test 
voltage

P-N   2250VDC(2S)
P-E    2750VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

CW7M-XA-S (G1)
Pic1

CW8M-XA-S(G1)
Pic2

Fig1

Fig2
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Model Rated 
current Connections Mechanical 

data
Typical electrical 

schematic
CW7M-5A-S/R(G1*) 5 S/R Pic1 Fig1、Fig2
CW7M-10A-S/R(G1*) 10 S/R Pic1 Fig1、Fig2
CW7M-20A-S/R(G1*) 20 S/R Pic1 Fig1、Fig2
CW7M-35A-S/R(G1*) 35 S/R Pic1 Fig1、Fig2
CW7M-50A-S/R(G1*) 50 S/R Pic1 Fig1
CW8M-20A-S/R(G1*) 20 S/R Pic2 Fig1、Fig2
CW8M-35A-S/R(G1*) 35 S/R Pic2 Fig1、Fig2
CW8M-50A-S/R(G1*) 50 S/R Pic2 Fig1、Fig2
CW8M-75A-S/R(G1*) 75 S/R Pic2 Fig1、Fig2
CW8M-100A-S/R(G1*) 100 S/R Pic2 Fig1

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

5-20A                                    30-50A                                   75-100A                     

* Number could be 1 or 2, which represents Fig.1, Fig.2. 
** R refers to through panel terminal blocks

Filter selection table
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Technical specifications Typical electrical schematic

Rated voltage Max.1200 VDC

Rated currents 100-2500 A

Operating frequency DC

High potential test 
voltage

P-N    3000VDC(2S)
P-E     3600VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

Fig1

PCB-Pic1 Case-Pic1

Product Appearance Connection Diagram
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Model Rated current Typical electrical 
schematic PCB Case Core

CW7-600A-N 100-600A Fig1 PCB-Pic1 Case-Pic1 63*50*25
CW7-1000A-N 200-1000A Fig1 PCB-Pic1 Case-Pic2 102*70*25
CW7-2500A-N 200-2500A Fig1 PCB-Pic1 Case-Pic3 130*100*30

Case-Pic2 Case-Pic3

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

100-600A                                                             1000-1600A                     

Filter selection table
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Technical specifications Typical electrical schematic

Rated voltage 3X520/300 VAC

Rated currents 100-2500 A

Operating frequency 50/60 Hz

High potential test 
voltage

P-N    2250VDC(2S)
P-E     2750VDC(2S)

Temperature range -25~85℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20

Fig1

Fig2

Product Appearance Connection Diagram

bus lines provided by customers
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PCB-Pic2

Case-Pic1

PCB-Pic3

Case-Pic2

Case-Pic3
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Model Rated 
current

Typical electrical 
schematic PCB Case Core

CW12N-400A-N 100-400A Fig1 PCB-Pic2 Case-Pic1 63*50*25
CW12N-1000A-N 200-1000A Fig1 PCB-Pic2 Case-Pic2 102*70*25
CW12N-2000A-N 200-2000A Fig1 PCB-Pic2 Case-Pic3 130*100*30
CW12M-400A-N 100-400A Fig2 PCB-Pic3 Case-Pic1 63*50*25
CW12M-1000A-N 200-1000A Fig2 PCB-Pic3 Case-Pic2 102*70*25
CW12M-2000A-N 200-2000A Fig2 PCB-Pic3 Case-Pic3 130*100*30

Typical filter attenuation

Per CISPR 17; A=50 Ω/50 Ω sym; B=50 Ω/50 Ω asym

200-400A                                                              600-2000A                     

Filter selection table
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Technical specifications

Typical electrical schematic

Custom

For  Example：

Rated voltage Custom

Rated currents 5-2000 A

Operating frequency 50/60 Hz or DC

High potential test 
voltage

P-N    Custom
P-E     Custom

Temperature range -40~100℃

Flammability 
corresponding to UL94V-2 or better

Protection category IP20 or better

Fig1

Fig2

Fig3

Features And Benefits

1. Installation form and external structure 
can be customized.

2. Advantages of strong appearance 
coincidence, high power, high 
performance , etc.

3. Widely used in electric vehicles, rail 
transit, laser, medical, machinery, 
elevators and other industries.
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EMC Laboratory

Based on a strong engineering team and
years of professional experience in the field
of EMC, Cergen Technology provides a 
variety of services such as systemized solution
design, device selection, device
customization, testing and prequalification
and official product certification. The 
systemized solutions can cover from circuit
board level to MW and GW level power 
electronic systems. According to the different 
requirements of our customers, we optimize
their existing designs to achieve the best
possible solutions which would achieve the
optimal expectation of compact structure, 
reliable performance, and ease of
implementation.

Nanocrystalline Cores

Nanomaterial cores with high permeability and low losses at high frequencies are used in a 
wide range of applications:

uDirect use or common mode inductors
uDerating motor bearing current
uHigh power switching power supplies and power push-pull transformers
uHigh precision current sensing
u4D/DT Spike Pulse Limitation
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Choke Coils

Common mode choke using EMC-X 
Nanocrystalline cores and the latest
winding technology meet the highest
standards of performance, size, power 
consumption and appearance
requirements of customers. With
'vertical winding' technology, the
winding uses a specific rectangular
road line, without cutting the core.

SMD inductors for EMC

Our SMD inductors are characterized
by miniaturization, high quality, high 
energy storage and low resistanceWith
a flat surface for surface mount, 
excellent end strength, good
solderability, low magnetic leakage, 
low direct resistance, high current
resistance features, products in line
with the AEC-Q200 certification, 
suitable for automotive electronics
products..

Ferrite Core

Ferrite products are widely used to resist EMI 
interference with excellent performance, 
stability and reliability.
Including various types of closed cores, buckle 
cores, magnetic balls, and wound cores for
EMI/EMC applications.

The application fields involve industrial control, 
computer, IT equipment, network equipment, 
rail transportation, new energy, machinery and
automation and other industries.
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* Cergen GmbH and Cergen Technology (Suzhou) Co., Ltd. are subsidiaries of the Green Century Group.
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